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Chrome Alumina & Chrome Calcium Aluminate
Chrome alumina and chrome calcium aluminate are manufactured during the 
aluminothermic reduction of chromium metal. The material is then crushed 
and screened to specific size requirements.

These products are manufactured in accordance with a Quality 
Assurance system which meets the standards of ISO9001.

Size & Packaging
Chrome alumina available as whole blocks, shrink wrapped on pallets (approx. 3.2t each), as metric sizes 
(10x5mm, 5x3mm, 3x1mm) or as 0x1mm. Processed material packed in 1.5t bulk bags, shrink wrapped on 
pallets. Ca aluminate available as whole blocks, shrink wrapped on pallets (approx. 2.3t each)

Properties
This material has excellent 
hardness properties, resistance 
to high temperatures and 
resistance to abrasion.

Applications
Refractories
Ladle lining & furnace roof 
refractories for the steel industry

Steelmaking
Synthetic slag

Abrasives
Griding wheels

Road surfacing
Skid resistant surfacing

Glass industry
Furnace Furniture 

Pottery industry
Furnace Furniture

Typical 
Assay

Chrome Alumina 
Block & Metric (%)

Chrome Alumina 
0x1mm (%)

Chrome calcium 
Aluminate (%)

Al2O3 82.05 79.98 69.56
Cr2O3 13.87 14.22 8.78
CaO 2.65 3.30 19.88
K2O 0.20 0.20 0.10
MgO 0.81 1.86 0.42
TiO2 0.20 0.20 0.10
Na2O 0.20 0.20 0.10

These products are supplied in accordance with a Quality Assurance system which meets the standards of ISO9001 and AS9100Date September 24
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